VALVES: PRESSING
VALVE SELECTION CHART

THIS CHART IS INTENDED TO SPECIFY THE MOST SUITABLE AND CONVENIENT REPLACEMENT VALVE FOR THE
MAJORITY OF APPLICATIONS. HOWEVER, OTHER VALVES MAY BE SUBSTITUTED FOR THOSE SPECIFIED

DEPENDING ON INDIVIDUAL PREFERENCE AND EXPERIENCE.

HEAD BUCK AIR STEAM
MAKE AND MODEL OF PRESS (TOP) (BOTTOM) VACUUM | VACUUM OIL
VALVE VALVE VALVE VALVE CHECK
AJAX ALL MODELS RA111 RA111 X175A
AIR PRESSES RA111 RA111 VC162
AMERICAN CONCORD RIZIAT X185~ V160 X150
REVERE R121A* X185** V160 X150
BUTLER P18, P40,P45 R121AB* V126** V160 X150
P18-2A, P41-21, P45-2A R121AB* x180** V160 X150
FORENTA 47 MLS 7000C* V125F** V160F
47 MLE, 47MLR 7000L* V125F**
F SERIES, 47 & 48 7000C* V125F** V160F
VL SERIES, 47 & 48 7000C*
F SERIES 42 & 46 7000C* V125F** V160F
VL SERIES, 42 & 46 7000C* V160F
AIR PRESSES 7000C* V125F** VC162
GOLDMAN UTILITY & LEGGER R121A* X180** V160 X150
MUSHROOM R121A* X185** V160 X150
HOFFMAN VCO & F-5, 6, 7 X141A* V125%* V160 X150
VCO-56 X141A* V125%* V160 X150
FCO & F-2,4, 9, 10; VE-3, 4 X140A* V131 V160 X150
WW-1, 2, 12; VJ-11, 12; VB-9, 10, 11 X140A* X185** V160 X150
XCO & F-5, 6, 7 X121A* X180** X175 X150 X100
XCO & F-56 X180** X175 X150 X100
XCO & F-2, 4, 0, 10; XE-4, 10 X140A* X185** X175 X150 X100
XW1, 2, 6, 12;XB 10 X141A* X185** X175 X150 X100
RCO & F-5, 6, 7, 19; RCS-1, 2 R121A* X180** X175 X150 X100
RCO & F-56 R121AC* X180** X175 X150 X100
RCO & F-4,9, 10, 17, 18; RE-9, 10 R121A* X180** X175 X150 X100
RW-1, 2, 7, 8, 12, 78; RB-10,10 R121AB* X175 X150 X100
MARTIN U-42 R121A* X185** V160 X150
NEW YORKER N; R R121A* V160 X150
5 R121ANY* X185** V160 X150
AIR PRESSES R121ANY* VC132** VC162
PANTEX HCY 7000L*
MUSH, HC9 7000*
CF-1, CA-1 7000L* 7500*
MUSH, CF-1, CA-1 7000*
UNIPRESS DRY CLEANING PRESS R121A* VC126* VC162

* EACH HEAD AND BUCK VALVE MUST BE INSTALLED WITH A GASKET WHICH IS NOT INCLUDED WITH THE VALVE. THE
SYMBOLS NEXT TO THE VALVE PART NUMBERS IN THE CHART INDICATE THE GASKET THAT SHOULD BE ORDERED

WITH THE VALVE
* V120T PTFE GASKET
** V128T PTFE GASKET




